
FINGER PRINT 
 Residential Electronic 

Lockset 

Model No. E 08 

MARCO POLO 

Finish  

Your Partner in Professional Finishing 
Hardware 

Technology: 

 

Finger Print 

 

Digital Password 

 

Mifare Keycard 

 

Metal Key Override 

 

Remote 



FINGER PRINT PASSWORD LOCK 

 
 
 
 

 

SPECIFICATION 

 Capacity :   128 card 

 Reading time:   <1S 

 Reading Range :    <5cm 
 Reader Frequency :   125KHZ 
 M1 Sensor Frequency :   13.56MHZ 
 Static Current :    <15ua 
 Dynamic Current :   <30ua 
 Low Voltage Warning :   <4.8V, 250 times at least 
 Working Temperature : -   10 C—60 C 
 Working Humidity :   0% - 95% 
 Materials :    Stainless Steel 
 Suitable Door Thickness :   40mm—60mm available for others 
 Panel Size : H300mm *  W75mm*T18mm 
 Battery Life :    14 months 
 Lock Use Life :    10 years 

 Finishes :    Black, Chrome, Rose Gold, Stainless  

   ADVANTAGE: 
 

 *  User Friendly 

 *  Easy to  reset 

 *  User can be deleted by master 

 *  Dual system by pass 

 *  Delay time after wrong entries 

 *  Stand alone system 

 *  Error code / description display 

 *  Lower consumption 

 * 2/3A size battery operated  
 

 

 

MANILA CAPITCO CORPORATION 

Unit 6B, 2nd Floor  DOLMAR Building  

U.N. Avenue, Paco Manila, Metro Manila  

Philippines 

Phone: 02.353.6301 / 02.533.3072 

Telefax: 02.353.6301 

Email: manila@capitco.com.hk 


